








Start out by laying two boards down on 
the ground to use as a relatively flat 

even surface.  

This will help keep your build as true as 
possible. 



Lay your longest boards down on 
top of your levelling boards.






Using your feet , hold the bottom board and 
your shorter upright board in place at a 

right angle. 

Still haven’t had time to clean my boots 






Using one hand to hold your upright board in 
place, drive a screw through and into the bottom 

boards securing it at its right angle.  

This can be made easier with a second set of 
hands.  

If you don’t have a bad a$$ impact driver, pre drill 
your holes before driving your screws in.






Here’s another shot showing you how 
far down you need to place your screws 

to ensure they are driven into the 
bottom board.



Set your first boards aside once they’ve been secured 
with two screws and then repeat the process with your 

next two boards.



Next up… 

Set your sides upright and in line 
with one another.  

Remember do all of this on your 
levelling boards to keep things true.



Secure your boards together by driving 
two screws into the loose ends.  



Repeat the process for the next level of 
boards. Once done, stack one on top of 

the other. 

In this case we were building two beds!

As an aside… 

With beds like these, it helps to chuck in 
either some gravel, the bag your compost 
came in, or to line the bottom. This will 

provide good drainage. 



It is a good idea to secure the two levels so that they won’t 
topple over. This can be done with a bracket like the above.









Four brackets per bed should do the trick.

Or… 
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Longer lengths of wood can be 
used. These come in handy if you 

want to protect your bed with 
netting. 











Drill / Impact Driver   5.0X80mm Screws  4.0X40mm Screws 
                  (for scaff boards)                 (for brackets) 

Brackets

Hand Saw 
(for longer lengths of wood)

Gravel / Old Compost Bags / Bed Liner


